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Summary

The main problems related to the classification of structural joints in metal structures are
discussed in this paper. A new, more general approach, specifically conceived for aluminium
alloy structures, is presented in order to overcome the typical limits of existing classification

systems, mainly concerned with beam-to-column steel joints. It allows for all load cases to be

taken into account The system is based on a new concept of characteristic length, which
allows for a direct comparison between the connection and the connected member.

1. Introduction

In the field of codification of aluminium alloy structures the need for a new assessment of the
calculation methods for connections is felt, in order to take into account the actual mechanical
feature of these materials. As well known, aluminium alloys exhibit a CJ-e relationship of
round-house type, which can not be interpreted through the classic elastic-perfectly plastic
idealisation, commonly adopted for steel, also becouse the inelastic extension of some alloys is

prematurely limited by low values of ultimate strain. In addition, the behaviour of aluminium
alloy structures strongly depends on the chemical composition of the material, the fabrication
process, as well as on the heat treatment and presence of reduced strength zones due to
welding. Looking forward to a future assessment of appropriate procedures for the evaluation
of mechanical features of joints (see for example methods for the evaluation of M versus (p

relationship), a preliminary stage is necessary, consisting of a new classification system for
connections. This represents a basic tool to establish whether a given joint must be specifically
considered into the global analysis of a structure or can be ignored, depending on its
mechanical features. In fact, according to the recent knowledge, a joint may be also considered
as a sort of "structural imperfection" [1], making the structure under consideration different
with respect to tire ideal fully rigid or fully pinned scheme. For this reason, it is of prime
importance to determine to what extent the disturbance introduced by the joint may be

disregarded in the structural analysis and, on the contrary, in what cases it has to be suitably
taken into account with appropriate behavioural models. This aspect has being also discussed
within the activity of the CEN-TC250/SC9 Committee chaired by Prof. F.M. Mazzolani, which
is working out the first edition of Eurocode 9 "Aluminium Alloy Structures" [2], A general
agreement on the opportunity to improve existing approaches to the classification of
connections has been reached by all countries.
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2. General Requirements for a Classification System

In spite of its importance, in the field of structural analysis, the problem of predicting the actual
behaviour of joints is not yet thoroughly solved. In practice, in order to perform an accurate
analysis of the structure, the main objective would be that to establish an useful criterion to
classify connections as pinned or rigid, in such a way their existence may be disregarded in the
calculation of the structure. Nevertheless, it is well known that the actual response of many
joints may be neither perfecdy pinned nor rigid and that the joint semi-rigidity strongly
influences the structural behaviour of the whole system, affecting the overall deformability as

well as the load carrying capacity. In these cases, a proper design of the structure should be

therefore based on the actual load versus displacement characteristic of the joints. The
structural system should be consequently considered as semi-continuous, taking account for
the structural properties of connections in terms of strength, stiffness and deformation
capacity.

The analysis of a structure should be performed by following the three fundamental steps:

— Classification of connections by checking their properties in terms of stiffness (rigid
semirigid, pinned), strength (full strength or partial strength) and deformation capacity
(ductile, semi-ductile, brittle);

— Representation of the load-displacement curve of the joint in a suitable analytical form
(this step is skipped in the case of fully restoring joints);

— Modelling and analysis of the structure.

The aim of a classification system is just to define appropriate behavioural classes as a function
of the properties of the connected members. This turns to be important also at the light of tire
method adopted for structural analysis. The assumption made in the global analysis of the

structure shall in fact be consistent with the actual behaviour of the joints. For example, in case
of linear elastic analysis the classification must be essentially referred to initial rigidity only and

a semirigid connection can be modelled by a simple elastic spring, whose elastic constant
represents the connection stiffness. Similarly, in the application of plastic design, relying on the

assumption of rigid-plastic behaviour of the joints, the connections must be mainly classified
referring to strength (see Section 5). Particular cautions should be adopted when a reduced
joint deformation capacity is available. In this case, full strength connections should be

provided with an extra reserve of resistance in order to cover possible overstrength effects in
the members. On the contrary, if the connection has a design resistance less than the connected
member one, a sufficient deformation capacity is always required in order to allow for the

plastic mechanism to be developed.

Apart from the above considerations, at the light of practical applications, a quantitative
criterion as basis of the joint classification is needed. It must provide the boundaries of the
behavioural ranges as well as adequate criteria for comparing the connection properties with
those of connected members.
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3. Consideration on Existing Classification Systems

In the field of steel structures, different joint classification systems have been proposed in
technical literature referring to moment resisting frames [3]. It should be pointed out that the
term "joint" is generally defined as the part of the structure which transfers the internal forces
from one member to another one, including the connection itself, represented by the
mechanical fastening system, and the interaction zone between members.

According to EC3 [4], the beam-to-column joints are classified as pinned, semirigid or rigid,
depending on the ratio of the connection initial rotational stiffness to the bending stiffness of
the connected member. By assuming the whole length of the connected beam as the relevant
parameter for the evaluation of member stiffness, the following boundary limits are defined:

- nominally pinned for k £ 05
*

- semirigid for 03 < k < k
— —*

- rigid for k > k

where k is a non-dimensional stiffness parameter given by £ k^jEIb, being the initial
rotational stiffness of the connection and Ib, L the moment of inertia and the length of the

—*
connected beam, respectively. The value of the parameter k is equal to 8 or 25 for braced
and unbraced frames, respectively. These values have been fitted in such a way that the critical
elastic multiplier of the vertical loads does not reduce more than 5% when the actual joint
rigidity is considered instead of a fully rigid behaviour. This means that only when the effect of
joint actual stiffness is negligible on the frame global response, EC3 provision allows for the
joint existence to be disregarded in the frame analysis.

With reference to the flexural resistance, the beam-to-column connections are classified as:

- nominally pinned for m < 0.25

- partial strength for 0.25 < m < 1

- full strength for m > 1

Fig. 1. Connection classification according to Eurocode 3.
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m being a non-dimensional strength parameter given by m Mu/Mpb, in which Mu is the peak

value of the design moment versus rotation curve of the connection and Mpb is the plastic
resistance moment of the connected beam. In addition, the control of rotation capacity is not

necessary for full strength connections having m > 1.2.

The range of semirigid and rigid connections are bounded by means of a three-linear curve in

the («,cp plane, where the non-dimensional rotation is defined as cp (p^EIb/Mpt)Lj. The

first branch stands up to the value m 2/3 for both braced and unbraced frames, whereas the

horizontal one starts from a value of (p 0.12 for unbraced frames and of 9 0.20 for braced

frames (Fig. 1). The boundary curve between semirigid and pinned connections is defined by
means of a bi-linear curve. For both braced and unbraced frames, the second branch, which
corresponds to the horizontal plateau, starts from the values m 0.25 and q> 0.50 (Fig. 1).

The EC3 classification is based upon the effect of connection on the global response of the
frame and is dependent on the length of the connected beam. A different method of
classification, which allows to compare directly the connection rotation and the beam

curvature, has been proposed by Bjorhovde, Colson and Brozzetti [5]. Such a method is based

on the concept of equivalent reference length, assumed as the length Le of the connected beam
whose flexural stiffness EIjJLe is equal to the initial rotational stiffness of the connection. On
the base of experimental data, the limits of connection stiffness, for both braced and unbraced
frames, have been fixed equal to Le=2d and Le=10cl (d is the depth of the beam) in case of
rigid-to-semirigid and semirigid-to-flexible connections, respectively. With regard to the
ultimate strength, the Authors suggest moment values of 0,7 Mp and 0,2 Mp for rigid-to-
semirigid and semirigid-to-flexible limits, respectively.

Other classification systems, which are independent of the beam length, have been proposed in
[6] and [7]. Bijlaard and Steenhuis [6] propose a method based on the same approach of EC3,
but with a constant ratio between length and depth of the connected beam (Lld=25 for
unbraced and Lid-20 for braced frames). In the same way, Tschemmernegg and Huter [7]
suggest a classification system in which the distinction between braced and unbraced system is
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eliminated. In this case the Lid ratio is assumed to vary in such a way to comply with the EC3
joint behavioural limits. A comparison among the above mentioned approaches is depicted in
Fig. 2. In this case the non-dimensional rotation parameter has been assumed as

9*=<p (EIb/Mpbd).

4. Needs for a Wider Generality

All the classification systems referred to in the previous paragraph, as well as that proposed in
EC3, aie mainly concerned with beam-to-column connections. In addition, they account for
initial stiffness and ultimate strength separately, without considering the problem of ductility
and without taking into account the global behaviour of the connection. For this reason, the

existing criteria classify the connections with regard to rigidity or strength independently of
each other. Besides, they mostly apply to moment resisting frames, where the moment versus
curvature relationship represents indeed the most relevant parameter of the structural
behaviour, in particular as far as the global structural response in terms of stability and strength
is concerned. This appears as a logical consequence of the wide use of steel moment resisting
frames in the current practice. Nevertheless, a need for a more comprehensive approach to the
classification of connections is felt, in order to cover also the remaining load cases, namely
axial load and shear. This generalisation turns to be particularly suitable in the field of
aluminium alloy structures. In fact, in this case, moment resisting frames seldom occur in
practice, whereas trussed structures, whose members predominantly work in axial load, can be

more frequently used.

On the other hand, some important differences between steel and aluminium alloys also stand
from the mechanical point of view, the post-elastic behaviour of aluminium alloys being
characterised by peculiar aspects, such as the strain hardening of the material and the available
ductility. These aspects can not be ignored in the evaluation of ultimate load bearing capacity
of the structure [8], because the strain hardening can produce some unexpected overstrength,
whereas the reduced ductility can result in a limitation to the full development of the predicted
collapse mechanism. In addition, it is to be considered that the behaviour of aluminium alloy
structures is deeply affected by the chemical composition of the material, the fabrication
process (extrusion and successive straightening), heat treatment and presence of reduced
strength zones due to welding. As a consequence, the analytical computation of the joint
response strongly suffers this drastic increment in the number of variables, also by considering
the possibility to combine different aluminium alloys for each joint basic component

This is the main reason why a proposal for a more general classification system is presented in
this paper. For this purpose the definitions of generalised force and generalised displacement
aie introduced, so to cover also cases different from the common moment-rotation
relationship. These two parameters account for any possible load-deformation combination. At
the same time, a different concept of characteristic length is set up in order to simplify the
classification of joint behaviour with respect to the connected member properties. This
approach has been shared also within the EC9 Committee, which introduced the classification
proposed herein into the chapter 6.4 "Classification of Aluminium Alloy Connections" of the
first edition of EC9 [2].
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5. A Proposai for a Classification System for Aluminium Alloy
Connections

The classification system proposed herein is basically concerned with connections instead of
joints. It has been conceived in such a way to achieve a wider generality with regard to tire
internal actions accounted for as well as the evaluation of joint mechanical features. In fact, this
classification applies to all connection typologies subjected to whichever load condition. This
has been thought in order to overcome the conventional classification systems for steel

connections, which are strictly related to beam-to-column joints, subjected to bending moment
In addition, all mechanical features, namely initial stiffness, ultimate strength and deformation
capacity, are involved all at once in the assessment of joint behaviour.

The joint is basically classified according to its capability to restore each one of above

properties referred to the connected member. In this way the joint is considered as a sort of
imperfection, which must be taken into account in the global structural analysis when it is not
able to guarantee the same structural features of the members it connects. This can be
considered as an application of tire concept of the "industrial frame" according to which also
the semirigid behaviour of the joint is interpreted as a "structural imperfection" [1]. The
criterion under consideration is based only on the ratio of the properties of the connected

SECTION CONNECTION
— — —

STRENGTH DUCTILITY

Fig. 3. Connection behavioural classes.
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member to those of the connection. Therefore, it is independent of the overall structural

response and in particular of the length of the connected members. At the same time, no
distinction is made between braced and unbraced frames.

As being stated, the connections may be divided into two fundamental classes (Fig. 3a):

- Fully restoring connections;

- Partially restoring connections.

The former are designed in such a way to have all behavioural properties not lower than those

of the weakest connected members. In this case, the existence of the connection may be

ignored, regardless of the method of global analysis adopted.

In addition, the restoring features of the connection can be also referred singularly to:

- Elastic rigidity;
- Ultimate strength;

- Ductility.

In this way, it is possible to have connections the following types of connections:

- Rigid and semi-rigid depending on the ratio of their elastic stiffness to that of the

connected member (Fig. 3b);

- Full strength or partial strength with reference to the member ultimate strength (Fig.
3c);

- Ductile or non-ductile (semi-ductile or brittle) with reference to member ultimate
deformation capability (Fig. 3d).

In order to achieve a more generality, in the above figures the parameters of generalised force
(F) and displacement (D) have been considered, expressed in non-dimensional form by means
of the ultimate generalised force (Fu) and generalised ultimate (Du) and/or elastic (De)
generalised displacement of the connected member section.

In partially restoring connections the behavioural properties of the connection do not reach
those of the weakest connected member at least with regard to one property (rigidity, strength
or ductility). As a consequence of this, specific allowance for connections should be made

depending on the type of global structural analysis. The general requirements for each type of
analysis are summarised in Tab. 1. As a general rule, the execution of an elastic analysis
requires the connection semirigidity to be taken into account. In the same way, in plastic global
analysis, ultimate strength and/or ductility must be accounted for as possible weakening
sources for the structures. As far as deformation capability is concerned, when partial strength,
ductile connections are involved, the elongation or rotation limits of the connection may be

ignored in structural analysis. In partial strength, semi-ductile connections, in which the

ductility is lower than the connected member one, elongation or rotation limitations must be
considered in inelastic analysis. Brittle connections, which have a ductility lower than the
elastic limit deformation of the connected member, must be considered in any kind of global
analysis by means of an appropriate check.

All the above considerations lead to the conclusion that the restoring properties of a
connection are to be defined in such a way that the connection does not represent a weak point
within the structure. Therefore, the existence of the connection must be considered in the
structural analysis, depending on the property which is not restored.
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6 Definition of Characteristic Length

A direct comparison between the generalised deformation of connection and that of the
connected member is required for defining the connection restoring capacity in terms of rigidity
and ductility. For this reason, it may be convenient to resume the concept of equivalent
reference length, already introduced in [5]. In the present proposal, this can be more effectively
defined as characteristic length and corresponds to the length of the member section to be

considered in the comparison between connection and connected member. The characteristic
length Lc can be therefore intended as the part of member which, starting from an ideal
continuous structure, is substituted by the insertion of the connection. It is a function of the

joint typology as well as of the connection geometry and it is essentially composed of three
different parts:

- The connection itself;

- The member section affected by deformation due to concentrated actions;

- The ideal intersection zone in the joint among connected members, if present.

The latter is often represented by the panel zone, which is common in beam-to-column joints.
As far as the length Ljj is concerned, it can not be determined "a priori", being dependent on

Method ofglobal analysis Type ofconnection which
must be accountedfor

Type ofconnection which
may be ignored

ELASTIC

(Lineal" or Non-linear).

Semi-rigid connections (Full
or Partial strength, Ductile or
Non-ductile) with or without
restoring of member elastic
strength;

Partial strength connections

(Rigid or Semi-rigid, Ductile
or Non-ductile) without
restoring of member elastic
strength.

Fully restoring connections;

Rigid connections (Full or
Partial strength, Ductile or
Non-ductile) with restoring of
member elastic strength;

Partial strength connections

(Rigid, Ductile or Non-
ductile) with restoring of
member elastic strength.

PLASTIC

(Rigid-plastic, Elastic-plastic,
Inelastic-plastic).

Partial strength connections
(Rigid or Semi-rigid, Ductile
or Non-ductile) without
restoring of member elastic
strength.

Fully restoring connections;

Partial strength, Ductile
connections (Rigid or Non-
ductile) with restoring of
member elastic strength;

Full strength connections.

HARDENING

Rigid-hardening, Elastic-
hardening, Genetically
inelastic)

Partially restoring
connections

Fully restoring connections

Tab. 1. General design requirements.
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Fig. 4. Characteristic length definition.

both the existing internal action and the deformation mechanism of the joint. In a simplified
way, it may be approximately assumed equal to the depth of the member for bending and shear

actions and equal to zero for axial actions, unless more reliable evidences do not confirm that
more limited or extended member zones are involved in the joint deformation mechanism.

The comparison between the connection and the member in terms of mechanical properties
shall be done by referring to each member crossing the joint. For this reason, the value of the
characteristic length shall be evaluated for each connection involved into the joint. Tire
representation of characteristic length of the most common connections is reported in Fig. 4
with reference to different kinds of joint. Referring to rigidity and ductility, a connection will
be finally defined restoring if its generalised force-displacement relationship is "better" than the
one of die connected member, diis latter calculated on the base of a member length equal to
tire characteristic length of die connecdon. It is also to be emphasised that generalised
displacement parameters shall be eidier a deformation or a curvature, depending on whether
axial, shear load or moment is involved.

For example, for a typical beam-to column joint subjected to bending action (Fig. 5a), the

comparison in ternis of initial rotation can be expressed as follows:

cp c<X{MLc/EIb)

where, Lc is the characteristic length, MIEIjj is the elastic curvature of the beam for the given
bending moment M, andcpc is the concentrated rotation of the connection under die same

bending moment as calculated by means of analytical or experimental procedure. In the
application of such procedures, all joint deformation components, elastic and/or plastic, widiin
the zone delimited by die assumed characteristic length, are to be taken into account.
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Fig. 5. Characteristic length for bending and axial joints.

Similarly, the assessment of connection axial rigidity may be done through the following
inequality (Fig. 5b):

8 c<x(NLc./EAb)

where, Lc is the characteristic length, NIEAb is the elastic axial deformation of the connected

member under the given axial action N, and Sc is the relative displacement between connected

members for the same load.

The coefficient % is representative of the ratio of connection to member properties which can
be accepted to classify the connection as rigid or semirigid. Theoretically, it should be assumed

equal to the unit for rigid-to-semirigid limit behaviour, but practically it could be set up on the

base of the tolerated effects of joint semirigidity on the behaviour of the structure under
consideration. However, it will be never far from the unit value. Similarly, for semirigid-flexible
limit behaviour, the % coefficient must be chosen in such a way that the internal actions as well
as the stiffness of connection can be completely disregarded in the structural analysis, with

acceptable approximation. At the moment, a suitable approach could be to assume %=0.1-f0.2,

so that the effects of joint flexibility are neglected if its stiffness is lower than the 10-r20% of
that of connected member, these latter referred to the characteristic length.

It is to be pointed out that the assessment of connection rigidity can be done also in inelastic

range, and not necessarily in term of initial stiffness, as shown in Fig. 6. In this case, the

tangent stiffness of the connected member km must be considered in the comparison with
connection rigidity kc.

7 Conclusive Remarks and Further Developments

A new classification system for aluminium alloy connections has been proposed. The main

aspects of this classification consist in a new approach for the evaluation of connection

properties, as well as in a wider generality in terms of considered internal actions. The method
is in fact referred to all internal forces and relative displacements and is applicable to all joint
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D

Fig. 6. Connection classification in stiffness.

typologies. In addition, particular attention is paid to the ductility features of the connection, in
order to guarantee its capability to accomplish the deformation requirements of a given
collapse mechanism.

The joint is classified according to its capability to restore each one of the mechanical

properties (initial stiffness, ultimate strength and deformation capacity) of the connected
member. Contrary to the EC3 assumptions, which relate the effects of connection to the global
behaviour of the structure, the restoring properties are defined on the basis of a local and direct
comparison between connection and connected member,. In order to allow such a direct
comparison, a new concept of member characteristic length has been stated. It represents the

length which has to be considered for the evaluation of generalised displacement parameters of
the connected member. The characteristic length is a function of the connection geometry and

can be thought as the part of the structure affected by deformation arisen as a consequence of
die connection. The connection behavioural class limits has been then fixed on the basis of the
above mentioned comparison.

The classification presented herein represents the first step of a more general research project,
aimed to set up an appropriate guideline for the design of aluminium alloy structures and, in
particular, of connections. This effort is framed within the activity of the CEN TC250/SC9
Committee which, under the chairmanship of F.M. Mazzolani, is preparing the first issue of
EC9 "Aluminium Alloy Structures", with the contribution of all Countries of the European
Union. The next step of this study will be that to improve the calibration of the proposed
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approach by means of both experimental and theoretical investigations, devoted to analyse the

joint behaviour and the effects of joint semirigidity on the behaviour of the whole structure.
The specific allowance for the peculiar features of aluminium alloys is planned to be tire basic

concern of this research stage, with the expected result to set up a suitable method for
evaluating the design moment-rotation characteristic of aluminium alloy joints. For this

purpose, an extension of the EC3 method for steel joints is presently being studied, based on
the actual non linear behaviour of the material, as well as on the available alloy ductility, which
in most cases is lower than in steel. The outcoming of this investigation will contribute to a

more effective assessment of this problem in the field of codification, obtained thanks to a

more comprehensive approach to both classification of joints and prediction of joint behaviour.

References

[1] Mazzolani F.M., Stability of Steel Frames with Semi-Rigid Joints, CISM Courses and
Lectures No. 323: "Stability Problems of Steel Structures", Edited by M. Ivanyi and M.
Skaloud, 1992.

[2J Commission of the Euopean Communities: Eurocode 9: Design ofAluminium Alloy
Structures, 1st Edition, 1996.

[3] Mazzolani F.M., Piluso V., Theoiy and Design ofSeismic Resistant Steel Frames,
Chapman and Hall, 1996.

[4] Commission of the European Communities: Eurocode 3: Design ofSteel Structures,
1994.

[5] Bjorhovde R., Brozzetti J., Colson A., Classification System for Beam-to-Column
Connections, Journal of Structural Engineering, ASCE, Vol. 116, N.ll, November, 1990.

[6] Bijliaard F.S.K., Steenhuis C.M., Prediction of the Influence of Connection Behaviour
on the Strength, Deformation and Stability ofFrames, by Classification of Connections,
2nd International Workshop, Pittsburgh, April, 1991.

[7] Tschemmermegg F., Huter M., Classification ofBeam-to Column Joints, COST CI
Working Group 2 Meeting, Liege, 14-16 June, 1993.

[8] Mazzolani F.M., Aluminium Alloy Structures, 2nd Edition, E & FN SPON, 1995.


	Classification system for aluminium alloy connections

