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WENGERNALPBAHN.

Double Triebwagen BDhe4/8. Nos. 131 - 134.
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WAB. BDhe4/8.

Data.

Builder.
Bodywork. S.L.M. Gauge. 800mm.
Electrics. Asea B.B.C. Electric supply. 1.5kV. D.C.
Service Nos. 131-134 S.L.M. Works Nos. 5363 - 5366
Rack system. Riggenbach/Pauli. Tractive Effort. Starting. 216kN.
Max Power @ 16km/h. 804kW Tractive Effort. Continuous. 175kN.
Service weight. 42.4 tonnes. Reduction gearing. 1:15.65
Speed.
Uphill. 28km/h. Passenger seats, fixed/folding. 80
Downhill. 12% gradient. 21.5km/h. Passengers standing. 6/m2 120

18% gradient. 17.0km/h. Passenger capacity. 200
25% gradient. 14.0km/h

Maximum gradient.

Lauterbrunnen - Wengen (Old route), Alpiglen - Grindelwald Grund. 25%
Lauterbrunnen - Wengen (New route), Wengen via Kleine Scheidegg to Alpiglen. 19%
All units fitted for multiple operation with or without driving trailer Bt.

Line drawings and technical data supplied by S.L.M. Winterthur.

WAB. Triebwagens BDhe4/8. No.131 & 132 at Lauterbrunnen. Photo: R.Oliver.
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