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GrofBhandelshalle in Spreitenbach AG

Ingenieur: W. Menig, Konstruktionsbiiro, St. Gallen
1970/71
Photos: E. Kiienzi Ziirich

Spannweite 66 m
Binderabstand 6 m
Uberdeckte Flache 5660 m2
Umbauter Raum 62500 m3

Portée: 66 m

Travées: 6 m

Surface couverte: 5660 m?
Volume construit: 62500 m?

Span: 66 m

Truss interval: 6 m

Covered area: 5660 sq. meters
Constructed volume: 62,500 cu. meters

Das Hallendach tiberspannt die ganze Verkaufs-
anlage Cash+Carry in Spreitenbach, deren Ein-
bauten, Biros, Kantine, Kasse, Kiihlrdume frei im
Halleninnern aufgestellt werden kdnnen. Die
Konstruktion besteht aus verleimten Dreigelenk-
bogen auf 5 m hohen Widerlagern. Die Dachhaut
besteht aus Spanplatten von 22 mm Dicke, dar-
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The wide-span roof covers the entire Cash + |

Carry sales complex in Spreitenbach; its built-in | s coG s %
units, offices, canteen, cash department, and
cold storage rooms can be set up flexibly in the
interior of the volume. The structure consists of
glued triple-jointed arches on 5-meter-high abut-
ments. The roof skin consists of composition
panels 22 mm thick, topped by insulation of
brown corrugated asbestos cement. In the cavity
underneath the roof skin there is installed the
air-conditioning plant, which maintains through-
out the building a constant temperature of 18 °C
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